for managemant information sea leaflet  M-10707

squara storage slab for fixed manure stacker; low concrete curb extends
all around slaby

ractangular storage sfab for swinging manure stacker; earth curbs except
at buck wall and stacker trolleys

ALL DIMENSIONS IN THIS METRIC PLAN ARE IN MILLIMETRES
{ mm) UNLESS OTHERWISE SPECIFIED
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1 CURBED STORAGE SLABS FOR STACKED MANURE
2 SQUARE STORAGE SLAB FOR FIXED
MANURE STACKER

3 RECTANGULAR STORAGE SLAB FOR
SWINGING MANURE STACKER

WARNING
This plan may requira structural and other changes to meet tocal

site conditions, climatic loads, user requirements and applicable
building regulations {such as the Canadian Farm Building Cade).
Before construction, the user of this plan is responsible to ensure|
that all required changes are made.
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1 original grade fine {approx.)

2 remove topsoil to firm undisturbed subsoil, if drainage is
poor add 160 mm crushad stons and compact

3 10D mm concrate slab 30 MPa alr antrainad mix;surface
finish textured wood float or equivalent, slope uniform to
drain

4 125 mm cancrate paved entrance ramp, surface rough sereed finish,
ar grooved with rebar tampad Into fresh concrataffor traction)

5 rack control joint, saw groovs or tooled groove 25 mm deep, not over
4500 mm oc both ways of slab

6 | construction joint, asphait fett bond breaker, 4 edges of siab

7 | cancrste curb, continuous 4 sides of stab(3)

[] 2—15M horixontal rebars continuous and 15M vertical L-haok
rebars @ 600 mm oc

1] topoil backfill outside of curb, slopes away from storage

10 200 mm concrete stubt wall, see stacker manufacturer for
details and location

11 | sump atfow corner 150 mm desp

12 | 1500 mm post set 300 mm into concrats, usa 3" galy pipe or 150 mm
prassure-treated wood

13 | wood and wire snow fencing secured to @‘mplm if damaged

14| 6" min staet pips or culvert, langth is 2 700 mm + 3 x

16 holding pond lined with compacted clay outside and insids,
banks above watarlina finished with topsoll and seadad to gras

186 forage depth as required, do not sxcavate balow water table

17 fresboard above max. liquid line

18 | fixed stacker; se manufacturer for specifications and
discharge height .

19 | maximum stack haight {m)

20 | stack diameter (m)

21 table of manure stack volumes based an V= 394 x ‘ . 2
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H.ua:m Stack Volumes { m3 | at Various Stack Diameters
9m 12m 1Bm LTS
3 [ 13 777 254
4 85 150 28 339
5 108 198 295 a4
8 127 226 353 509
7 148 284 412 594
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1 | original grade line approx.
2 | remove topsoil to firm undisturbed subsoil; if drainage is poor,
add 150 mm erushed stone and campact
3 | 100 mm concrete slab, 30 MPa air entrained mix, surfac
finish textured wand flaat or equivalent, slope uniform to drain
4 | 125 mm concrete paved entrance ramp, surface rough scrasd
finish, or arooved with rebar tamped into fresh concrete
(for traction)
6 | erack control joint {saw groove o tooled groove 25 mm deep)
fot over 4500 mm oc both ways
6 | construction joint, asphalt felt bond breaker at buck wal @
7 | concrete buck wall; if proferred, extend wall all around stab nstead
of earth bank 2 sides as shown
8 | 15M vertical L-hook rebars, and 15M horizontal rebars
continuous, 600 mm oc max. bothways
9 | topsoil backfilt
10 | concrete wall; top edge andradius of curve as per stacker
11 | sump at Yow corner 150 mm deep
12 | 1500 mm post set 300 mm into concrete, use 3" galv. pipe or
150 mm pressure treated wood
13 | wood and wire snow fencing secured to @ replace if damaged
14 | 6" min steal pipe or culvert, length is 2700 mm + 3 x
15 | holding pand lined with compasted clay outside snd inside, banks
above waterline finished with topsail and seeded to grass
16 starage depth as required; do not excavate below water table
17 | freeboard 600 mm above max liuid line
18 | swing stacker; (see manufacturer for details such as discharge
height , curb wall radius and stack radius
19 | maximum stack height, m
20 | maximum stack width, m
21 | maximum stacker swing, m
22 | table of manure stack yolumes based on
24 x x 2 . x x @
NG
12 2
Stack
";;m Stack Volumes (m? } at Various Stack Diameters
@ -
m
12m} (g 16m
3 275 379
a 67 508
5 458 632
€ 550 758
7 642 885
®-vm
3 226 329 247 578
4 300 439 596 ™
5 ars 548 784 964
[ 451 658 893 1157
7 511 768 1042 1350
- ram
3 266 83 514 659
4 85 511 885 879
5 443 638 956 1099
6 532 766 1028 1319
7 620 894 1200 1538
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